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4 PLY W.P. (TYP.)

4" CONC. PROTECTION

SUMP BEYOND

  

 

FOR NEW ELEVATOR PIT

SUGGESTED CONSTRUCTION SEQUENCE:

PVC CYLINDER

JACK CYLINDER

0 6 12
IN.

   

CYLINDER HEAD

MEMBRANE & PIPE

2" WIDE SS CLAMP AROUND

CONC. PROTECTION

PIT FLOOR

4 PLY W.P. (TYP.)

PISTON

PIT CHANNEL

BRACKET

PIT PLATE

TO PVC PIPE

WITH VICTAULIC COUPLING

STEEL CYLINDER SLEEVE

JACK CYLINDER

FILL VOID WITH SAND

PVC END CAP

3" CONC. GROUT

PVC CYLINDER

STEEL LINER

WELDED TO

…" CAP PLATE

2
"

INSTALLATION FOR ELEVATOR PIT

HYDRAULIC ELEVATOR JACK

16" DIA. STEEL CASING

18" DIA. STEEL CASING

BY DRILLING CONTRACTOR

STEEL LINER (MIN. …" THK.)

16" DIA. WATER TIGHT
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2" JOINT FILLER
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JACK HOLE

ELEVATOR

SUMP PIT

VERTICAL LADDER

6
"

LINER 

WELDED TO STEEL

…"x4" STEEL RING

BY DRILLING CONTRACTOR

STEEL CASING (MIN. ‚" THK.)

18" DIA. CONSTRUCTION

5. INSTALL REINF. AND POUR CONC. TO CONSTRUCT THE PIT FLOOR.

  CLAMP.

  TIE THE WATERPROOFING AROUND STEEL PIPE USING STAINLESS STEEL

  VERTICALLY AT LEAST 6 INCHES ALONG THE LENGTH OF STEEL LINER.

4. PLACE A 4 PLY CONTINUOUS WATERPROOFING AND EXTEND IT

  PIT FLOOR.

3. POUR A MINIMUM OF 4 INCHES OF PROTECTION CONCRETE UNDER

2. INSTALL WATER TIGHT STEEL LINER.

1. DRILL AND INSTALL CONSTRUCTION CASING.

  CONTRACTOR.

  SS CLAMP SHALL BE DONE BY ELEVATOR

  CONCRETE SLAB, WATERPROOFING AND

1.  ALL WORK SHOWN ON DETAIL 1,  EXCEPT

  INSTALLATION OF ELEVATOR JACK AND PIT.

  TO TEMPORARY DEWATER AS REQUIRED FOR

2. THE CONTRACTOR SHALL HAVE PUMP READY 
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