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CONNECTION DETAILS

ELEVATED STAIR STREET LEVEL 

STAIR STRINGER

2"3"

NUT (TYP.)

LEVELLING 

1/2" 3"

NEW CONC.  LANDING

ANGLES

AT OSL OF CLIP 
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3/4" DIA. S.S. BOLTS IN LONG SLOTTED HOLES. 

BOLTS TO BE INSTALLED CENTERED AT SLOTTED 

HOLES. PROVIDE �" THICK PL. WASHERS TO 

COMPLETELY COVER HOLE SLOT. WASHER MATERIAL

TO BE S.S. STEEL. SNUG TIGHT BOLTS THEN BACK

OFF 1/4" TURN. TACK WELD NUT TO BOLT SHANK 

(TYP)

0 6 12

IN.

CL OF POST

ARCH DWGS.

FOR DETAILS SEE

CANOPY END POST. 

LANDING

TOP OF CONC.
7"

C
O

N
C
. 

F
O

O
T
IN

G

1’-2"
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TYP. STAIR STRINGER BOTTOM CONNECTION
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OF CONC. LANDING

PROJECTING 1/2" ABOVE TOP

0’-9"X0’-9"X1" S.S. BASE PL

END PLATE

END PLATE

DWGS

BASE DETAILS SEE ARCH 

FOR CANOPY END POST 

OF CANOPY POST

TO ALIGN WITH THE FACE 

INSIDE FACE OF STRINGER

0 6 12

IN.

TYP. STAIR STRINGER BOTTOM CONNECTION - PLAN

BOLTS (TYP.)

4-3/4" DIA. ANCHOR

CLEAR

2" MIN.

ARCH DWGS

FOR DETAILS SEE 

BETWEEN STRINGERS.

CLOSURE PLATE

PLATE

CLOSURE 

+
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X"

CANOPY ROOF (TYP.)

NEW STANDING SEAM 
    (TYP.)

GRIND SMOOTH

XX

XX

DETAIL
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CANOPY CHANNEL

X’-X"

SEE ARCH DWGS. 

CAP-PLATE. FOR DETAILS 

CANOPY END POST WITH

1/4" TURN. TACK WELD NUT TO BOLT SHANK (TYP)

TO BE S.S. STEEL. SNUG TIGHT BOLTS THEN BACK OFF 

TO COMPLETELY COVER HOLE SLOT. WASHER MATERIAL 

AT SLOTTED HOLES. PROVIDE �" THICK PL. WASHERS 

IN BEVELED PLATE. BOLTS TO BE INSTALLED CENTERED 

(4)- 3/4" DIA. S.S. BOLTS IN LONG SLOTTED HOLES 

S.S. PLATE

3/4" X 1’-1" X 10 1/2"

S.S. BEVELED PLATE 

PROVIDE MIN. 3/4"
a

ab b

 1/4"

 1/4" 6"

6"POST BELOW

OUTLINE OF END

MIN. 3/4" THICK.

BEVELED PLATE. 

1’-3"X 10 1/2" S.S.

CL OF END POST

POST BELOW

OUTLINE OF END

PLATE

3/4" S.S. 

S.S. PLATE BELOW

OUTLINE OF 3/4" 

N.T.S.
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--

SECTIONN.T.S.
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--

SECTION

4" (TYP.)

CL
END POST

  OF 

CROSS BEAM NOT SHOWN FOR CLARITY

 (TYP.)

 5 1/4"

NOTES :

1. 

2. LONG SLOTTED HOLES TO BE  1  7/8" LONG. 

END POST TOP CONNECTION  TO BE GRADE A-316. 

ALL STAINLESS STEEL ELEMENTS FOR STAIR STRINGER BOTTOM CONNECTION AND 

3. ALL WELDING AT STAINLESS STEEL ELEMENTS SHALL BE AS PER AWS D1.6.

4. 

CL
END POST

  OF 
N.T.S.

AS PER ARCH. DWGS

DWGS

AS PER ARCH. 

TYP. STAIR CANOPY TOP CONNECTION
N.T.S.

8.0 MICRO INCH OR BETTER.

SURFACES IN SLIDING CONTACT WITH EACH OTHER SHALL RECEIVE A SURFACE FINISH OF 

OF END POST

CANOPY CHANNEL

(SEE ARCH. DWG)

�"

�"

RISER

FIRST 

FIRST RISER SUPPORT.

COORDINATED WITH 

ANGLE LOCATION TO BE 

PLATE EDGES (TYP.)

MIN. 1" BEYOND BASE 

ANGLES TO EXTEND

(2)-L4X4X� (S.S.).

(TYP)

LENGTH = 13"   V.I.F.)

THICKNESS (MINIMUM PL.

MATCH STRINGER FLANGE

PLATE THICKNESS TO 

FLANGE OF STRINGER. 

INNER FACE OF WEB AND

12"x3" PLATE WELDED TO 

STRINGER (TYP)

WELDED TO THE WEB

(SAME TH. AS WEB)

EXTEND WEB PLATE

CUT THE FLANGE AND 
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